!> SPECTRA

LIGHTING

Producent:

Nazwa wyrobu:

Numer wyrobu:

DEKLARACJA ZGODNOSCI C €
Nr 04/122/21

Spectra Lighting Sp. z 0. 0.
ul. Ostrodzka 53
03-289 Warszawa

NOVUS 55
w zataczniku nr 04/122

Niniejszym deklarujemy na wytgczng odpowiedzialnos¢ producenta, ze powyzszy wyrob jest zgodny
z postanowieniami nastepujgcych dyrektyw:

2009/125/WE
2011/65/UE
2014/30/UE
2014/35/UE

oraz nastepujgcych norm:

PN-EN 55015:2013

PN-EN 60529:2003
PN-EN 60598-1:2015
PN-EN 61000-3-2:2014

PN-EN 61000-3-3:2013

PN-EN 61547:2009

PN-EN 62493:2015

Ekoprojekt
Ograniczenia substancji niebezpiecznych
Kompatybilnos¢ elektromagnetyczna

Niskonapieciowa

Poziomy dopuszczalne i metody pomiaru zaburzen radioelektrycznych
wytwarzanych przez elektryczne urzadzenia oswietleniowe i urzadzenia podobne

Stopnie ochrony zapewnianej przez obudowy (Kod IP)
Oprawy oswietleniowe — Czes¢ 1: Wymagania ogdlne i badania

Kompatybilnos¢ elektromagnetyczna (EMC) -- Cze$¢ 3-2: Poziomy dopuszczalne
-- Poziomy dopuszczalne emisji harmonicznych pradu (fazowy prad zasilajgcy
odbiornika < 16 A)

Kompatybilnos$¢ elektromagnetyczna (EMC). Czesé 3-3: Poziomy dopuszczalne.
Ograniczenie zmian napiecia, wahan napiecia i migotania swiatta w publicznych
sieciach zasilajgcych niskiego napiecia, powodowanych przez odbiorniki o
fazowym pradzie znamionowym < lub = 16 A przytagczone bezwarunkowo.

Sprzet do ogdlnych celéw oswietleniowych -- Wymagania dotyczgce
kompatybilnosci elektromagnetycznej

Ocena sprzetu oswietleniowego zwigzana z ekspozycjg cztowieka na dziatanie pdl
elektromagnetycznych

Wyréb zostat oznaczony znakiem CE po raz pierwszy w roku: 2021

Miejsce i data wystawienia dokumentu Warszawa, 01.02.2022

Spectra Lighting ul. Ostrédzka 53 03-289 Warszawa tel.: +48 22 567 01 00 fax.: +48 22 567 01 01 e-mail: office@spectra-lighting.pl

Strona 1/5



! SPECTRA

LIGHTING

ZALACZNIK

Kod

DEKLARACJA ZGODNOSC]
Nr 04/122/21

Nazwa

C€

04.122.4101.01.830
04.122.4101.01.840
04.122.4101.03.830
04.122.4101.03.840
04.122.4111.01.930
04.122.4111.01.940
04.122.4111.03.930
04.122.4111.03.940
04.122.4111.31.930
04.122.4111.31.940
04.122.4111.32.930
04.122.4111.32.940
04.122.4112.01.930
04.122.4112.01.940
04.122.4112.03.930
04.122.4112.03.940
04.122.4112.31.930
04.122.4112.31.940
04.122.4112.32.930
04.122.4112.32.940
04.122.4113.01.930
04.122.4113.01.940
04.122.4113.03.930
04.122.4113.03.940
04.122.4113.31.930
04.122.4113.31.940
04.122.4113.32.930
04.122.4113.32.940
04.122.4114.01.930
04.122.4114.01.940
04.122.4114.03.930
04.122.4114.03.940
04.122.4114.31.930
04.122.4114.31.940
04.122.4114.32.930
04.122.4114.32.940
04.122.4115.01.930
04.122.4115.01.940
04.122.4115.03.930
04.122.4115.03.940
04.122.4115.31.930
04.122.4115.31.940

Miejsce i data wystawienia dokumentu

Novus 55 spot 3-phase track IN LED GU10/830 36° RAL9016

Novus 55 spot 3-phase track IN LED GU10/840 36° RAL9016

Novus 55 spot 3-phase track IN LED GU10/830 36° RAL9005

Novus 55 spot 3-phase track IN LED GU10/840 36° RAL9005

Novus 55 spot 3-phase track IN LED HE/930 19° 180mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HE/940 19° 180mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HE/930 19° 180mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HE/940 19° 180mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HE/930 19° 180mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HE/940 19° 180mA RAL9016/ RALS005
Novus 55 spot 3-phase track IN LED HE/930 19° 180mA RAL9006/RAL9005
Novus 55 spot 3-phase track IN LED HE/940 19° 180mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED HE/930 32° 180mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HE/940 32° 180mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HE/930 32° 180mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HE/940 32° 180mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HE/930 32° 180mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HE/940 32° 180mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HE/930 32° 180mA RAL9006/RAL9005
Novus 55 spot 3-phase track IN LED HE/940 32° 180mA RAL9006/RAL9005
Novus 55 spot 3-phase track IN LED HE/930 46° 180mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HE/940 46° 180mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HE/930 46° 180mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HE/940 46° 180mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HE/930 46° 180mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HE/940 46° 180mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HE/930 46° 180mA RAL9006/RAL9005
Novus 55 spot 3-phase track IN LED HE/940 46° 180mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED ST/930 19° 250mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED ST/940 19° 250mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED ST/930 19° 250mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED ST/940 19° 250mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED ST/930 19° 250mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED ST/940 19° 250mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED ST/930 19° 250mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED ST/940 19° 250mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED ST/930 32° 250mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED ST/940 32° 250mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED ST/930 32° 250mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED ST/940 32° 250mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED ST/930 32° 250mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED ST/940 32° 250mA RAL9016/RAL9005

Warszawa, 01.02.2022

Spectra Lighting ul. Ostrédzka 53 03-289 Warszawa tel.: +48 22 567 01 00 fax.: +48 22 567 01 01 e-mail: office@spectra-lighting.pl
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LIGHTING

Kod

DEKLARACJA ZGODNOSC]
Nr 04/122/21

Nazwa

C€

04.122.4115.32.930
04.122.4115.32.940
04.122.4116.01.930
04.122.4116.01.940
04.122.4116.03.930
04.122.4116.03.940
04.122.4116.31.930
04.122.4116.31.940
04.122.4116.32.930
04.122.4116.32.940
04.122.4117.01.930
04.122.4117.01.940
04.122.4117.03.930
04.122.4117.03.940
04.122.4117.31.930
04.122.4117.31.940
04.122.4117.32.930
04.122.4117.32.940
04.122.4118.01.930
04.122.4118.01.940
04.122.4118.03.930
04.122.4118.03.940
04.122.4118.31.930
04.122.4118.31.940
04.122.4118.32.930
04.122.4118.32.940
04.122.4119.01.930
04.122.4119.01.940
04.122.4119.03.930
04.122.4119.03.940
04.122.4119.31.930
04.122.4119.31.940
04.122.4119.32.930
04.122.4119.32.940
04.122.4201.01.830
04.122.4201.01.840
04.122.4201.03.830
04.122.4201.03.840
04.122.4211.01.930
04.122.4211.01.940
04.122.4211.03.930
04.122.4211.03.940
04.122.4211.31.930
04.122.4211.31.940

Miejsce i data wystawienia dokumentu

Novus 55 spot 3-phase track IN LED ST/930 32° 250mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED ST/940 32° 250mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED ST/930 46° 250mA RAL9016/RAL9016

Novus 55 spot 3-phase track IN LED ST/940 46° 250mA RAL9016/RAL9016

Novus 55 spot 3-phase track IN LED ST/930 46° 250mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED ST/940 46° 250mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED ST/930 46° 250mA RAL9016/RAL9005

Novus 55 spot 3-phase track IN LED ST/940 46° 250mA RAL9016/RAL9005

Novus 55 spot 3-phase track IN LED ST/930 46° 250mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED ST/940 46° 250mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED HO/930 19° 325mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HO/940 19° 325mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HO/930 19° 325mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HO/940 19° 325mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HO/930 19° 325mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HO/940 19° 325mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HO/930 19° 325mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED HO/940 19° 325mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED HO/930 32° 325mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HO/940 32° 325mA RAL9016/RALI9016
Novus 55 spot 3-phase track IN LED HO/930 32° 325mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HO/940 32° 325mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HO/930 32° 325mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HO/940 32° 325mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HO/930 32° 325mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED HO/940 32° 325mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED HO/930 46° 325mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HO/940 46° 325mA RAL9016/RAL9016
Novus 55 spot 3-phase track IN LED HO/930 46° 325mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HO/940 46° 325mA RAL9005/ RAL9005
Novus 55 spot 3-phase track IN LED HO/930 46° 325mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HO/940 46° 325mA RAL9016/RAL9005
Novus 55 spot 3-phase track IN LED HO/930 46° 325mA RAL9006/ RAL9005
Novus 55 spot 3-phase track IN LED HO/940 46° 325mA RAL9006/ RALS005
Novus 55 Base IN LED GU10/830 36° RAL9016

Novus 55 Base IN LED GU10/840 36° RAL9016

Novus 55 Base IN LED GU10/830 36° RAL9005

Novus 55 Base IN LED GU10/840 36° RAL9005

Novus 55 Base IN LED HE/930 19° 180mA RAL9016/RAL9016

Novus 55 Base IN LED HE/940 19° 180mA RAL9016/RAL9016

Novus 55 Base IN LED HE/930 19° 180mA RAL9005/ RAL9005

Novus 55 Base IN LED HE/940 19° 180mA RAL9005/ RAL9005

Novus 55 Base IN LED HE/930 19° 180mA RAL9016/ RAL9005

Novus 55 Base IN LED HE/940 19° 180mA RAL9016/ RAL9005

Warszawa, 01.02.2022

Spectra Lighting ul. Ostrédzka 53 03-289 Warszawa tel.: +48 22 567 01 00 fax.: +48 22 567 01 01 e-mail: office@spectra-lighting.pl
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LIGHTING

Kod

DEKLARACJA ZGODNOSC]
Nr 04/122/21

Nazwa

C€

04.122.4211.32.930
04.122.4211.32.940
04.122.4212.01.930
04.122.4212.01.940
04.122.4212.03.930
04.122.4212.03.940
04.122.4212.31.930
04.122.4212.31.940
04.122.4212.32.930
04.122.4212.32.940
04.122.4213.01.930
04.122.4213.01.940
04.122.4213.03.930
04.122.4213.03.940
04.122.4213.31.930
04.122.4213.31.940
04.122.4213.32.930
04.122.4213.32.940
04.122.4214.01.930
04.122.4214.01.940
04.122.4214.03.930
04.122.4214.03.940
04.122.4214.31.930
04.122.4214.31.940
04.122.4214.32.930
04.122.4214.32.940
04.122.4215.01.930
04.122.4215.01.940
04.122.4215.03.930
04.122.4215.03.940
04.122.4215.31.930
04.122.4215.31.940
04.122.4215.32.930
04.122.4215.32.940
04.122.4216.01.930
04.122.4216.01.940
04.122.4216.03.930
04.122.4216.03.940
04.122.4216.31.930
04.122.4216.31.940
04.122.4216.32.930
04.122.4216.32.940
04.122.4217.01.930
04.122.4217.01.940

Novus 55 Base IN LED HE/930 19° 180mA RAL9006/ RAL9005
Novus 55 Base IN LED HE/940 19° 180mA RAL9006/ RAL9005
Novus 55 Base IN LED HE/930 32° 180mA RAL9016/RAL9016
Novus 55 Base IN LED HE/940 32° 180mA RAL9016/RAL9016
Novus 55 Base IN LED HE/930 32° 180mA RAL9005/ RAL9005
Novus 55 Base IN LED HE/940 32° 180mA RAL9005/ RAL9005
Novus 55 Base IN LED HE/930 32° 180mA RAL9016/ RAL9005
Novus 55 Base IN LED HE/940 32° 180mA RAL9016/ RAL9005
Novus 55 Base IN LED HE/930 32° 180mA RAL9006/ RAL9005
Novus 55 Base IN LED HE/940 32° 180mA RAL9006/ RAL9005
Novus 55 Base IN LED HE/930 46° 180mA RAL9016/RAL9016
Novus 55 Base IN LED HE/940 46° 180mA RAL9016/RAL9016
Novus 55 Base IN LED HE/930 46° 180mA RAL9005/ RAL9005
Novus 55 Base IN LED HE/940 46° 180mA RAL9005/ RAL9005
Novus 55 Base IN LED HE/930 46° 180mA RAL9016/ RAL9005
Novus 55 Base IN LED HE/940 46° 180mA RAL9016/ RAL9005
Novus 55 Base IN LED HE/930 46° 180mA RAL9006/ RAL9005
Novus 55 Base IN LED HE/940 46° 180mA RAL9006/ RAL9005
Novus 55 Base IN LED ST/930 19° 250mA RAL9016/RAL9016
Novus 55 Base IN LED ST/940 19° 250mA RAL9016/RAL9016
Novus 55 Base IN LED ST/930 19° 250mA RAL9005/ RAL9005
Novus 55 Base IN LED ST/940 19° 250mA RAL9005/ RAL9005
Novus 55 Base IN LED ST/930 19° 250mA RAL9016/ RAL9005
Novus 55 Base IN LED ST/940 19° 250mA RAL9016/ RAL9005
Novus 55 Base IN LED ST/930 19° 250mA RAL9006/ RAL9005
Novus 55 Base IN LED ST/940 19° 250mA RALS006/ RAL9005
Novus 55 Base IN LED ST/930 32° 250mA RAL9016/RAL9016
Novus 55 Base IN LED ST/940 32° 250mA RAL9016/RAL9016
Novus 55 Base IN LED ST/930 32° 250mA RAL9005/ RAL9005
Novus 55 Base IN LED ST/940 32° 250mA RAL9005/ RAL9005
Novus 55 Base IN LED ST/930 32° 250mA RAL9016/ RAL9005
Novus 55 Base IN LED ST/940 32° 250mA RAL9016/ RAL9005
Novus 55 Base IN LED ST/930 32° 250mA RAL9006/ RAL9005
Novus 55 Base IN LED ST/940 32° 250mA RALS006/ RAL9005
Novus 55 Base IN LED ST/930 46° 250mA RAL9016/RAL9016
Novus 55 Base IN LED ST/940 46° 250mA RAL9016/RAL9016
Novus 55 Base IN LED ST/930 46° 250mA RAL9005/ RAL9005
Novus 55 Base IN LED ST/940 46° 250mA RAL9005/ RAL9005
Novus 55 Base IN LED ST/930 46° 250mA RAL9016/ RAL9005
Novus 55 Base IN LED ST/940 46° 250mA RAL9016/ RAL9005
Novus 55 Base IN LED ST/930 46° 250mA RAL9006/ RAL9005
Novus 55 Base IN LED ST/940 46° 250mA RALS006/ RAL9005
Novus 55 Base IN LED HO/930 19° 325mA RAL9016/RAL9016
Novus 55 Base IN LED HO/940 19° 325mA RAL9016/RAL9016

Miejsce i data wystawienia dokumentu
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LIGHTING

Kod

DEKLARACJA ZGODNOSC]
Nr 04/122/21

Nazwa

C€

04.122.4217.03.930
04.122.4217.03.940
04.122.4217.31.930
04.122.4217.31.940
04.122.4217.32.930
04.122.4217.32.940
04.122.4218.01.930
04.122.4218.01.940
04.122.4218.03.930
04.122.4218.03.940
04.122.4218.31.930
04.122.4218.31.940
04.122.4218.32.930
04.122.4218.32.940
04.122.4219.01.930
04.122.4219.01.940
04.122.4219.03.930
04.122.4219.03.940
04.122.4219.31.930
04.122.4219.31.940
04.122.4219.32.930
04.122.4219.32.940

Novus 55 Base IN LED HO/930 19° 325mA RAL9005/ RAL9005
Novus 55 Base IN LED HO/940 19° 325mA RAL9005/ RAL9005
Novus 55 Base IN LED HO/930 19° 325mA RAL9016/ RAL9005
Novus 55 Base IN LED HO/940 19° 325mA RAL9016/ RAL9005
Novus 55 Base IN LED HO/930 19° 325mA RAL9006/ RAL9005
Novus 55 Base IN LED HO/940 19° 325mA RAL9006/ RAL9005
Novus 55 Base IN LED HO/930 32° 325mA RAL9016/RAL9016
Novus 55 Base IN LED HO/940 32° 325mA RAL9016/RAL9016
Novus 55 Base IN LED HO/930 32° 325mA RALS005/ RAL9005
Novus 55 Base IN LED HO/940 32° 325mA RAL9005/ RAL9005
Novus 55 Base IN LED HO/930 32° 325mA RAL9016/ RAL9005
Novus 55 Base IN LED HO/940 32° 325mA RAL9016/ RAL9005
Novus 55 Base IN LED HO/930 32° 325mA RAL9006/ RAL9005
Novus 55 Base IN LED HO/940 32° 325mA RAL9006/ RAL9005
Novus 55 Base IN LED HO/930 46° 325mA RAL9016/RAL9016
Novus 55 Base IN LED HO/940 46° 325mA RAL9016/RAL9016
Novus 55 Base IN LED HO/930 46° 325mA RAL9005/ RAL9005
Novus 55 Base IN LED HO/940 46° 325mA RAL9005/ RAL9005
Novus 55 Base IN LED HO/930 46° 325mA RAL9016/ RAL9005
Novus 55 Base IN LED HO/940 46° 325mA RAL9016/ RAL9005
Novus 55 Base IN LED HO/930 46° 325mA RAL9006/ RAL9005
Novus 55 Base IN LED HO/940 46° 325mA RAL9006/ RAL9005

Miejsce i data wystawienia dokumentu
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